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VENUE SPECIFICATIONS 

Capacity: 863 (seated) 

Stage Type: Modified Proscenium Style Stage 

Stage Size: 21 feet deep from DSC to Up Stage rear wall 

 37 feet wide from SR to SL 

 8 feet from proscenium to upstage rear wall 

Monitor position: Off Stage Left 

FOH Audio position: Center of House (floor level) 

FOH lighting position: Center of House (floor level) 

FOH Audio/Lighting position: 10 feet x 10 feet 

FOH Audio/Lighting position to Down Stage Center: 33 feet 

Load-in: Street level off Stage Right 

Tour Bus Parking: 2 

Shore Power for Bus: 2 

Truck Parking: 1  

 

POWER SPECIFICATIONS 

Electrics and Lighting Power 

- 600AMP 3-Phase service dedicated and isolated power for House lighting rig only! 

- 200AMP 3-Phase disconnect located off Stage Right for visiting act additional lighting power. 

- (2) dedicated 20amp circuits located at FOH lighting position. 

 

 



Audio Power 

- 400AMP 3-Phase service dedicated with isolation transformer for House Audio power only! 

- 400AMP 3-Phase service located at USL wall for visiting act additional audio power.  

Cam lock tie in. 

- All Power distro’s for Audio are Pro-Power Brand Distribution. 

- (2) dedicated 20amp circuits located at FOH audio position.  

 

Lighting Rig Specifications 

- 40 foot box truss located in the center of the house 30 feet from DSC  edge.  

(with black duvetyne truss border) 

- 32 foot box truss located onstage, just upstage of the proscenium. 

 (with black duvetyne truss border) 

- Avolites Pearl 2010 Lighting Console 2048 channels 

 - 240 Intelligent Fixtures 240 Dimmer Control Channels 

- Leprecon 48 channel dimmer 

- (6) ETC Source 4 LEKO ellipsoidal fixtures 

- (54) PAR 64 medium 1000 watt fixtures 

- Assorted Gel 20 Colors, span sets, shackles, carabineers, static rope, and (2) house owned                          

safety harnesses. 

The Uptown Theatre is a fully seated venue so (2) wire truss ladders are provided by the 

house for a climbing focus of lights. 

-(2) Lycian 1275 “SuperStar 1.2” 1200 watt follow spots (located in the projection booth at the 

rear of the house, house left and house right)  

 

Audio System Specifications 

FOH Audio Console: DigiDesign Venue digital console 

 - 3 engine redundant power supplies 

 - VenuePack Pro Plug-In’s 

 - ECx Ethernet Option card 

 - 17” LCD Monitor 

 - (1) USB keyboard with trackball 

 - 4X Coax snake 

 - (1) APC UPS (uninterrupted power supply) 

 

FOH Audio Speaker System: 

 - (16) Meyer Sound MICA line array speakers (flown 8 per side) 



 http://www.meyersound.com/products/mseries/mica/ 

 - (2) Meyer Sound UPA2-P out fill speakers (located offstage right and left for outfill run from 

a matrix) http://www.meyersound.com/products/ultraseries/upa-2p/ 

 - (4) Meyer Sound 700-HP dual 18” subwoofers  (located underneath the DSC edge of the 

stage) http://www.meyersound.com/products/concertseries/700hp/ 

 - (5) Meyer Sound M1D front fill speakers (located along the DSC edge of the stage) 

 http://www.meyersound.com/products/mseries/m1d/ 

 

FOH Audio System Processing: 

 -(1) Meyer Sound Galileo 616 system processor 

http://www.meyersound.com/products/processor_drive_systems/galileo/616/ 

 - (1) Tablet PC running via wireless router for remote use Audio System Specifications (Page 2) 

Monitor Audio Console: DigiDesign SC48 digital console 

 - dual internal power supply 

 - 17” LCD screen 

 - (1) USB keyboard with trackball 

 - (1) APC UPS (uninterrupted power supply) Monitor System Speakers 

 - (5) Meyer Sound MJF-212A dual 12” monitor wedges 

 - (5) Meyer Sound UM1-P monitor wedges 

 - (1) Meyer Sound USW1-P subwoofer (drum sub) Monitor System Processing 

 -(1) Meyer Sound Galileo 616 system processor 

http://www.meyersound.com/products/processor_drive_systems/galileo/616/ 

 - (1) Tablet PC running via wireless router for remote use Monitor System Snake System 

 - (1) Whirlwind Concert Series 58 channel transformer isolated snake/split system 

 - (2) 25’ fan outs 

 - (1) W4 main out 

 - (1) W4 isolated out 

 - (1) Whirlwind 16x4 sub snake 50’ 

 - (2) Whirlwind 10x2 sub snake 50’ 

 - (1) Whirlwind 6x0 sub snake 50’  

 

Uptown Theatre Microphone Package 

 - (2) Shure Beta 52A dynamic kick drum microphone 

 - (4) Sennheiser MD421 II 

 - (8) Shure SM58 vocal microphones 

 - (6) Shure SM57 dynamic microphones 
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 - (2) Shure SM58S switchable microphone 

 - (4) Sennheiser e906 super cardioid dynamic microphone 

 - (4) Sennheiser e904 cardioid dynamic microphone 

 - (4) Shure SM81 – LC cardioid condenser microphone 

 - (6) Shure Beta87A vocal microphones 

 - (6) Countryman Type 85 Active Direct Box 

 

Uptown Theatre Microphone Stands Package 

 - (8) Atlas DMS-10E large base microphone stand 

 - (8) Atlas MS-12C Chrome Tube round base mic stand 

 - (12) K&M heavy duty tripod stand w/ boom arm 

 - (12) K&M short telescoping boom arm 

 

Uptown Theatre Microphone Cable Package 

 - (28) Whirlwind MK4 15’ mic cable 

 - (20) Whirlwind MK4 25’ mic cable 

 - (16) Whirlwind MK4 20’ mic cable 

 - (6) Whirlwind MK4 50’ mic cable 

 


